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Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Reverse Hang / Random Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check with 

distributor for actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

Patina

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-501

CCC-502 CCC-503

CCC-504 CCC-505

CCC-506 CCC-507



Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Straight Hang / Random Match 
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Paking: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check with distributor for 

actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

Meryl

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-508

CCC-509 CCC-510

CCC-511 CCC-512

CCC-513



Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Reverse Hang / Random 

Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check 

with distributor for actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

Madera

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-515 CCC-516

CCC-517 CCC-518

CCC-514 CCC-519 CCC-520 CCC-521



Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Reverse Hang / Random 

Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check 

with distributor for actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

Ryder

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-522

CCC-523 CCC-524

CCC-525 CCC-526

CCC-527



Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Reverse Hand/ Random 

Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check 

with distributor for actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

Sesia

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-528

CCC-529 CCC-530

CCC-531 CCC-532

CCC-533



Arno
Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Straight Hang / Random 

Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check 

with distributor for actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-534

CCC-535 CCC-536

CCC-537 CCC-538

CCC-539



Norwich
Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Straight Hang / Radom Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check with 

distributor for actual level
• Meets GB18585-2001

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-540

CCC-541 CCC-542

CCC-543 CCC-544



Fortuney
Specifications

• Width – 52/54 in (132/137 cm)
• Backing – Osnaburg
• Installation – Reverse Hang / Radom Match
• Weight – 15 OZ/LY (340 gr/m²)
• Hanging Instructions – download
• Warranty – download
• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350
• Meets LEED criteria for EQc2
• Meets NSF/ANSI 342 certification; check with 

distributor for actual level
• Meets GB18585-2001  May:25th

Fire Resistance Attributes
• USA ASTM E84 Class A
• China GB8624 Class B1
• European  EN13501 Class B1
• British BS 476 Part 6 & Part 7 Class 0

http://www.lsiwallcovering.com/fileadmin/site_files/sustainability/Hanging_Instructions/Application_Instructions.pdf
http://www.lsiwallcovering.com/fileadmin/site_files/warranties/warranty.pdf


CCC-545

CCC-546 CCC-547

CCC-548 CCC-549

CCC-550 CCC-551


