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Compass East - Patterns 



Palm Beach 
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-301

CCE-302 CCE-303

CCE-307CCE-306

CCE-305CCE-304



Velocity 
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Paking: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-308

CCE-313

CCE-309

CCE-311CCE-310

CCE-312



Elise 
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-317

CCE-315

CCE-316

CCE-318CCE-314

CCE-319

CCE-320



Shoji
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-321

CCE-325

CCE-323

CCE-326

CCE-324

CCE-322



Athens
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-327

CCE-330

CCE-328

CCE-329 CCE-333

CCE-331

CCE-332



Matrix
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-334

CCE-339

CCE-337 CCE-338

CCE-340 CCE-341

CCE-336CCE-335



Valentino
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-346

CCE-345

CCE-343

CCE-344

CCE-342



En soie
Specifications

• Width – 52/54 in (132/137 cm)

• Backing – Osnaburg

• Installation – Reverse hang / Random

• Weight – 15 OZ/LY (340 gr/m²)

• Hanging Instructions – download

• Warranty – download

• Packing: 30 LY(37.4 m²) / Roll

Environmental Attributes

• Low VOC meets CA01350

• Meets LEED criteria for EQc2

• Meets NSF/ANSI 342 certification; check with 

distributor for actual level

• Meets GB18585-2001

Fire Resistance Attributes

• USA ASTM E84 Class A

• China GB8624 Class B1

• European EN13501 Class B1

• British BS 476 Part 6 & Part 7 Class 0



CCE-347

CCE-352

CCE-351

CCE-354CCE-353

CCE-350

CCE-349CCE-348






